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• American Walnut veneers on horizontal  
 and vertical surfaces
• Parquet veneer design on worksurfaces
• Book-matched veneer on vertical surfaces� � � � � � � �� � � � � � � � � � � � �
• 3” thick tops with multi-step, shaped  
 wood edges
• Solid hardwood picture-frame molding on  
 pedestals and modesty panels
• Shaped veneer base trim on pedestals and  
 modesty panels
• Decorative pilaster moldings on pedestals
• Double-rosette, antique brass drawer pulls� � � � � � � � � � � �
• 3” thick tops with multi-step,  
 shaped wood edges
• All tops and pedestals are handed (left/right)
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• Select hardwood veneers book-matched 
• Light cherry over cherry veneer
• Mahogany over hardwood veneer
• Coordinating veneer vertical surfaces, ) + * - . , ) ( % * / +
• Fluted wood edges 
• Common grain direction on tops of all  
 components of L and U workstations
• Coordinating drawer interiors
• All-metal drawer pulls  # ! . + ( & 0 ' ( * ! .
• Kenwood features 1-1/8” tops; 1” end panels;  
 5/8” modesty panels

• Metal-to-metal connection of tops to pedestals
• Quick-connect mechanical fastener connection  
 of modesty panels to pedestals
• Two-piece false pedestal; front integrated with  
 modesty panel; end ships with full pedestal

 
 ship assembled
• Additional pre-assembled units:  
 TOW12 & TOW13
• Ship in two cartons:   
 TOW84 72” Hutch & TOW59 48” Round Table   � � � � � � � �
• Integrated, felt-lined center drawer on  
 all desk tops
• Keyboard Tray included with all bridges,  
 returns and double pedestal credenzas
• Matching drawer interiors
• Felt-lined box drawers

• Single-key locking located on inside of pedestals;  

• Wire management on tops and modesty panels  
 of returns, bridge and credenzas

• All desk, return, bridge and credenza shells  
 assemble with metal fasteners
• Pedestals ship assembled 
• Additional pre-assembled units include  
 KEN-10, 12, 52 & 100

• Contour shapes include P-top and bullet desks;  
 curved corner desks and credenzas; tables
• P-top desks, curved corner desks and  
 credenzas are handed (left/right); plan accordingly 
• Returns/bridges 36”, 42” & 48” widths

 
 

 
 ball-bearing drawer slides
• Center drawer & keyboard tray

• Vertical heights 75”  
 (30”H worksurfaces; 45”H hutches) 
• Bookcase features 1” thick shelves; 

• Hutch cabinets include 2 adjustable shelves  
 and wood-frame glass door
• Hutch shelves are adjustable, 3 positions  
 within a 5” range
• Hutch includes wire passage at worksurface  
 and light valance� � � 1 � � � � � �
• 6’, 8’, 10’ & 12’ rectangular & 48” round tables
• Choice of Queen Anne or leg/pedestal base
• Queen Anne bases require assembly
• Queen Anne tables assemble without stretchers2 � � � 3 � � � �
• Features matching top/edge design  
 as worksurfaces

# ! . 4 ) & ) . ' )
• Racetrack tables 6’, 8’, 10’, 12’ & 14’ with  
 1-1/8” thick tops and half-cylinder bases
• 42” & 48” Round tables with full-cylinder base
• Complementing presentation board,  
 conference credenza, etc.5 ) ' ) 6 ( * ! .
• Reception desk and return feature 41” high end  
 and modesty panels
• Reception desk includes bow front  
 transaction counter

• Optional return transaction counter (KEN124)

 5/8” modesty panels
• All shells assemble with metal fasteners
• Pedestals ship assembled 
• Additional pre-assembled units include  
 SON-10, 12, 52, 100, 108 &109

• Contour shapes include P-top and bullet desks;  
 curved corner desks and credenzas; tables
• P-top desks, curved corner desks and  
 credenzas are handed (left/right); plan accordingly 
• Returns/bridges 36”, 42” and 48” widths

 
 
 

 drawer slides
 

• Center drawer & keyboard tray# ! . 4 ) & ) . ' )
• Racetrack tables 6’, 8’, 10’, 12’ & 14’ with  
 2”-thick tops and half-cylinder bases
• 42” & 48” Round tables with full-cylinder base
• Complementing presentation board, conference  
 credenza, etc.5 ) ' ) 6 ( * ! .
• Reception desk and return feature 41” high end  
 and modesty panels
• Reception desk includes bow front transaction counter

• Optional return transaction counter (SON124)
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• Select hardwood veneers book-matched 
• Solid hardwood edges , ) + * - . , ) ( % * / +
• Radius wood edges on tops and modesty panels
• Compound radius corners on tops
• Common grain direction on tops of all  
 components of L and U workstations
• Fingerpull design drawer fronts
• Coordinating wood drawer interiors# ! . + ( & 0 ' ( * ! .

 

• Sonoma features 1-1/8” tops and end panels;   
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• Slate Grey or Dark Roast thermally-fused laminates
• Impact-resistant PVC edges
• Black laminate drawer interiors, ) + * - . , ) ( % * / +
• Floating top design with angled edges

• Silver, solid-metal drawer pulls
• Silver electric/USB power units standard
• Inset modesty panels with aluminum frame  
 and frosted glass # ! . + ( & 0 ' ( * ! .

 

• 1-1/4”-thick tops 
 

 pre-installed base trim; ship fully assembled

8 % ( ) & * % / +
• Scratch-resistant, textured thermally fused  
 laminate surfaces with particleboard core
• Impact-resistant 3mm PVC edges 
• Slate Grey, Urban Walnut, Espresso, Cherry,  
 Mahogany, Maple and White

• ANSI/BIFMA standards, ) + * - . , ) ( % * / +
• Tri-groove edge design

• Full or 3/4 height hanging pedestals
• Matching drawer interiors# ! . + ( & 0 ' ( * ! .

 

• Napa features 1-1/8” tops, 1” end panels  
 and 5/8” modesty panels

• Breakfront modesty panels on desks  
 with cam lock attachment
• Bridges & Returns pre-drilled for included  
 electric/USB power unit
• Bridges & Returns require attachment of  
 silver reveal and base trim 
• Returns are left/right handed
• Hutches require assembly

 

• Desktops include 2 black metal grommets 
• Returns & Bridge include worksurface-height power  
 unit with dual-electric, dual-USB plug-ins  

• Bridge features curved cockpit style top 
• Hutches feature 6 paper shelves; integrated  
 cord-drop at base of back panel; and choice of wood  
 or glass/aluminum doors

• All desk, return, bridge and credenza shells  
 assemble with metal fasteners
• Pedestals ship assembled Additional pre-assembled  
 units include NAP10, 12, 100, 109, 152,  
 WM36 & WM48

• Contour shaped worksurfaces:  bullet desk; curved  
 corner bullet desks; curved corner bow front desks;  
 and curved corner credenzas
• All curved corner desks and credenzas are handed  
 (left/right); plan accordingly 
• Returns/bridges 36”, 42” & 48” widths
• Wire management grommets on all worksurfaces

 
 

 

• Storage credenzas available with any combination of  
 

 cabinet (13NT) modules
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• All table Tops include worksurface-height power unit  

• Table Bases ship assembled with cutout at top  
 and grommet near bottom for wire management
• Table Bases are hollow top-to-bottom to  

• Square and rectangular tables can be created  
 with modular table components
• Round table also available

 drawer slides

 

• Center drawer & keyboard tray# ! . 4 ) & ) . ' )
 

• Racetrack tables  6’, 8’, 10’ & 12’ 
• 42” & 47” Round tables with X base
• All tables with 1.5”-thick tops and legs
• Complementing presentation board and storage cabinet5 ) ' ) 6 ( * ! .
• Reception desk and return feature 41” high end and  
 modesty panels
• Reception desk includes bow front transaction counter
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• Scratch-resistant, thermally fused 
 laminate surfaces
• Impact-resistant PVC edges
• Cherry, Espresso & Urban Walnut matching  
 laminate to Napa� � � � � � � � � � � � �
• Tri-groove reeded edge design
• Black metal pulls standard;  
 optional metallic pulls (NAP-PM)
• Black grommets standard; optional metallic 
 grommets (NAP-GM)
• Matching drawer interiors
• Hutch with choice of glass/aluminum, 
 glass/wood or all-wood doors

� � � � � � � � � � � �
• 1”-thick tops with 3mm PVC edgebanding
• 3/4”-thick end panels and 5/8”-thick 
 modesty panels
• 3/4 modesty panels and pedestals
• All desk, return, bridge and credenza shells 
 assemble with metal fasteners
• Pedestal ships assembled; screw into end 
 panel and top� � � � � � � �
• All desks, returns, bridges and credenzas can 
 be installed left or right
• Wire management standard on worksurfaces
• Hutches with integrated 2” cord-drop at base of 
 back panels
• 3/4 pedestals include single-key locking, 

 hardware and full-extension, ball-bearing 

• Napa mobile pedestals in Cherry, Espresso 

 : � � � � � ; 3 � � ; � � � � � < = � � ; �
Reference the Lodi Complimentary Items page for 
coordinating Napa items.  
• Napa conference tables feature 1.5”-thick tops 
 and legs 
• Other Napa units feature 1-1/8”-thick tops
• Select conference and reception furnishings, 
 wall-mount overheads and several 
 accessories:

  LOD42 & LOD44 hutches
 • NAP14 Keyboard Tray
 • NAP15 Center Drawer
 • LK1-GC Replacement Lock Cores; 
  KM-GC master and 
  KC-GC change keys



� � >

� � � � � � � 	 
 � � � � 
 �

8 % ( ) & * % / +
• Scratch-resistant, thermally fused laminate surfaces
• Impact-resistant 2mm PVC edges

• Legs made with 28mm-diameter steel tube;  
 2.3mm thick
• Modesty panel 22 gauge steel , ) + * - . , ) ( % * / +
• Tops in Cherry, Espresso, Grey, Mahogany, Maple,  
 Slate Grey, Urban Walnut & White
• Titanium & Black frames

• Modesty panel with decorative dot pattern
• 4’, 5’ & 6’ x 24”D tables# ! . + ( & 0 ' ( * ! .

 

• 1” tops with 2mm PVC edgebanding
• Tops and Frames sold/packed/shipped separately
• Simple assembly required
• 2.5” easy-roll, locking casters

• T-Arc and Post Legs with Black or Metallic  

• Optional modesty panels# ! . + ( & 0 ' ( * ! .
 

• 1-1/8” tops and 5/8” modesty panels with metal  
 inserts 
• All components sold and packed/shipped individually

? & % * . * . - @ # / % + + @ # ! A 6 0 ( ) &
• 4’, 5’ & 6’ tops @ 24” deep
• All tops feature metal inserts for Leg and Modesty  
 Panel attachment
• Legs ship with levelers; optional casters available

8 % ( ) & * % / +
• Scratch-resistant, textured thermally fused laminate  
 surfaces with particleboard core
• Impact-resistant 3mm PVC edges, ) + * - . , ) ( % * / +
• Mahogany & Fog/Charcoal Grey laminates with  
 smooth PVC edges

8 % ( ) & * % / +
• Laminates match Napa, Lodi,  
 Training & Height Adjustable Tables, etc.
• Thermally fused laminate for scratch resistance
• Smooth, impact-resistant edgebandingB % A * . % ( ) C ! ! D ' % + ) E B C # F
• Heavy-duty 1”-thick shelves 
• Usable shelf area: 32.25”W x 10.75”D  
• 1”-adjustable shelves with 3 positions per shelf 
• Leg levelers included G H 6 % . " % I / ) ? % I / ) + E G J K F
• Build-to-length capability with modular components
• 1.5”-thick tops

• Dual-stretcher design conceals wires  
 and power modules 
• Rectangular components for interior of table  
 include 2 legs, 2 stretchers, 1 top
• Bullet components for ends of table include  
 1 leg, 2 stretchers, 1 top
• 8’  and 10’ tables require replacement stretchers 
• Metallic wire management grommet included  
 with each top
• Optional EXPPOW1 drop-in, auto-revolving  
 power station available
• 2 Power, 1 USB, 1 HDMI, 1 Phone & 1 Data
• Powered open/close with touch of a button
• Electronic eye prevents accidental closure  
 when plugs are in use
• Closed position protects unit and features  

• 6’ power cord
• UL approvedB % A * . % ( )  ! & D + ( % ( * ! . + E B  L F
• 3/4”-thick end panels, 2/3”-thick back panel
• 1”-thick tops (upper & lower)
• Can be installed side-by-side and back-to-back
• Grommets in top & end panels for wire management

• Accommodates pedestals from Napa/Lodi series 

8 % ( ) & * % / +
• Scratch-resistant, 1”-thick thermally fused  
 laminate tops
• Impact-resistant 2mm PVC edges, ) + * - . , ) ( % * / +
• Bases in Black, Silver & White  
• Tops in Cherry, Espresso, Grey, Mahogany, Maple,
 Slate Grey, Urban Walnut & White
• 4’, 5’ and 6’ x 24”D Tops
• 30” x 60” top

8 % ( ) & * % / +
• Scratch-resistant thermally fused laminate surfaces  
 with particleboard core
• Impact-resistant 2mm PVC edges
• 3” square steel column legs, 14 gauge steel
• Steel center and end supports, 14 gauge steel
• Black plastic 2.5” diameter, locking casters

# ! . + ( & 0 ' ( * ! .
• Legs (3-Stage) 2.75” x 2.75” + 2.0mm thick steel
• Legs (2-Stage) 2.75” x 2.75” + 1.5mm thick steel
• 22.8” deep, slope-style feet 
• Width-adjustable center channel  
 to accommodate 48”-72” tops
• 22.8” deep top supportsM ) % ( 0 & ) +
• Handset with 4 programmable positions
• Anticollision with sensitivity adjustment
• 32mm/second 0-110 lbs load
• 30-32mm/second 110+ lbs. load
• Sound level 45-50 db without load
• BIFMA tested, ) + * - . , ) ( % * / +
• Tops in Cherry, Espresso, Grey, Mahogany, Maple,  
 Slate Grey, Urban Walnut & White
• Bases in Black, Titanium & White
• 4’, 5’ & 6’W x 24”D tables
• 30” x 60” tops available for 5’ base

• 6’ electric cord
• 5-year warranty

# ! . + ( & 0 ' ( * ! .
• 1” thick tops with 2mm PVC edgebanding
• Tops and Bases sold, packed  
 and shipped separately
• Simple assembly required
• Easy-roll, 2.5” diameter locking casters
• Stationary weight capacity 200 lbs.

N O P Q R O O S T U S T V O O W X Y Z [ \ W ] ^ O _ [ ` \ ]N O P Q R R R S T U T V R W W X Y Z [ \ W [ O \ ] ^ O _ [ ` \ ]N O P Q O O O a b U S T V c ` \ X Y Z [ _ _ [ ` \ ] ^ O ` [ \ ]N O P Q O c O a d U b T V c e W X Y Z [ _ ` [ O \ ] ^ O f [ \ ]
g h i jk l m n o p q n n p r s

t u v w x y j z { x z | } g h i j ~ i j j � h � j � � � �
� j x � } |� h � � j � � h z� h � h � x | � � x � } � � � �� � i x | x � �


